INSTRUKCJA / MANUAL

Specyfikacja / Specifications

Model: LARISA CEILING 30/ML LARISA CEILING 30/PRZ LARISA CEILING 60/ML Przed instalacjg zawsze wylgcz zasilanie gtéwne
Ref.no. HB25037 / HB25038 HB25039 / HB25040 HB25041 / HB25042 . . )
Colour temp. 3000 / 4000K 3000 / 4000K 3000/ 4000K Always turn off main power before installation
Power 12W 12W 24W Pred instalaci vzdy odpojte pfistup napajeni

Input voltage 220-240VAC 220-240VAC 220-240VAC . - - o
Output voltage Driver(included) Driver(included) Driver(included) Uzembehelyezés el"ott mindig kapcsolja ki az dramot
Lumen output 880/950Lm 1500/ 1610Lm 1760 / 1890Lm
Lifespan 60000h 60000h 60000h
Colour Silver Silver Silver
Dimensions(L*W*H) 24*66*280mm 24*66*280mm 24*66*560mm
Model: LARISA CEILING 60/PRZ LARISA CEILING 120/ML LARISA CEILING 120/PRZ
Ref.no. HB25043 / HB25044 HB25045 / HB25046 HB25047 / HB25048
Colour temp. 3000 / 4000K 3000 / 4000K 3000 / 4000K
Power 24W 48W 48W
Input voltage 220-240VAC 220-240VAC 220-240VAC
Output voltage Driver(included) Driver(included) Driver(included)
Lumen output 2990/3210Lm 3520/ 3780Lm 5980 / 6420Lm
Lifespan 60000h 60000h 60000h
Colour Silver Silver Silver
Dimensions(L*W*H) 24*66*560mm 24*66*1120mm 24*66*1120mm
48mm | |

©)

285/565/1125mm

~220-230VAC

Instalacja oprawy powinna by¢ wykonana przez wykwalifikowanego elektryka

Installation should by carried out by your local electrican

Instalace musi byt provedena osobou s certifikaci v oboru elektro (pracovnik dle vyhl. 50/78 Sb. S. § 6,7 a vy$si)
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